
 



REZUMAT  

 

 În prezent, ramura construcţiilor se află în atenţia societăţii datorită problemelor globale cu 

care ne confruntăm – schimbările climatice, folosirea resurselor energetice limitate, necesitatea de 

îmbunătăţire a performanţelor ecologice etc. În acest context se impune o nouă strategie – dezvoltarea 

durabilă care este orientată spre folosirea construcțiilor speciale inovative atît in scopul protectiei 

mediului cît și a producerii combustibilului ecologic cum ar fi fabricile de biogaz.  Studiul de 

fezabilitate  conţine informaţii privind producerea şi utilizarea biogazului, precum şi recomandări 

practice privind proiectarea şi construcţia fabricilor de biogaz. În lucrarea dată sunt prezentate: studiul 

de fezabilitate, principiile obținerii biogazului,tipuri de fabrici de biogaz,principii de proiectare , 

analiza studiului de rezistență prin metoda elementelor finite asupra fermrntatoarelor din beton armat cit și 

aspecte economice. 

 Teza este alcătuită din 3 capitole expuse pe 68 de pagini. În teză sunt folosite 5 de tabele, 23 

de figure. În cadrul tezei au fost studiate 14 de surse bibliografice. 

 

 

 

 

 SUMARY 

 

Currently, the construction industry is in society's attention because of global problems we 

face - climate change, the use of limited energy resources, necessity of improving environmental 

performance, etc. In this context it requires a new strategy - which is oriented towards sustainable 

development using innovative special designs so as to protect the environment and the production of 

biofuels such as biogas plants. The feasibility study contains information on the production and use 

of biogas as well as practical advice on the design and construction of biogas plants. 

 In this work are presented: feasibility studies, principles of obtaining biogas, biogas plant 

types, design principles, Analysis of finite element resistance of reinforced concrete on  

fermrntatoarelor and economic issues. 

The master thesis consists of three chapters presented on 68 pages. In master thesis have been 

used 5 tables and 23 figures. In this master thesis were studied 14 bibliographic sources. 
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